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METER & POWER Service Entrance Sleeve
for Combinations of Copper, Aluminum, ACSR Compressed cable.
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Standard
Colour Code

BROWN

GREEN

GREEN

BLUE

BLUE

BLUE

ORANGE

ORANGE

ORANGE

ORANGE

RED

RED

RED

RED

RED

YELLOW

50
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50
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50

#1-1/0
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Standard
Colour Code

YELLOW

Standard
Cable
CSA (mm2)

Standard
Cable
CSA (AWG)

Insulated
Sleeve
(MPSI)

6

#10- #9

MPSI-06A-06B

6

#10- #9

MPSI-10A-06B

#8- #7

MPSI-10A-10B

#10- #9

MPSI-16A-06B

#8- #7

MPSI-16A-10B

#6- #5

MPSI-16A-16B

#10- #9

MPSI-25A-06B

#8- #7

MPSI-25A-10B

#6- #5

MPSI-25A-16B

#4- #3

MPSI-25A-25B

#10- #9

MPSI-35A-06B

#8- #7

MPSI-35A-10B

#6- #5

MPSI-35A-16B

#4- #3

MPSI-35A-25B

#2- #1

MPSI-35A-35B

#8- #7

MPSI-50A-10B

#6- #5

MPSI-50A-16B

#4- #3

MPSI-50A-25B

#2- #1

MPSI-50A-35B

#1-1/0

MPSI-50A-50B

Connector Type: MPSI: Service Entrance Sleeve for Insulated Combinations of Copper, Aluminum, ACSR Compressed cable.
Connector Material: Caps - Polyethylene, Jacket - Nylon, Body - Aluminium, Joint Compound - Anti Oxidant
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METER & POWER Service Entrance Sleeve
for Combinations of Copper, Aluminum, ACSR Compressed cable.
No. SIDE A SIDE B M&P Catalog No.
Standard Standard Standard Standard Standard Standard Un-insulated Sleeve
Cable Cable Colour Code Colour Code Cable Cable
CSA(mm2) | CsAAWG) CSA(mm2) | CsAAwWG) (MPSU)

1 6 #10- #9 BROWN 6 #10- #9 MPSU-06A-06B
2 10 #8- #7 GREEN 6 #10- #9 MPSU-10A-06B
3 10 #8- #7 GREEN 10 #8- #7 MPSU-10A-10B
4 16 #6- #5 BLUE 6 #10- #9 MPSU-16A-06B
5 16 #6- #5 BLUE 10 #8- #7 MPSU-16A-10B
6 16 #6- #5 BLUE 16 #6- #5 MPSU-16A-16B
7 25 #A- #3 ORANGE 6 #10- #9 MPSU-25A-06B
8 25 #4- #3 ORANGE 10 #8- #7 MPSU-25A-10B
9 25 #4- #3 ORANGE 16 #6- #5 MPSU-25A-16B
10 25 #4- #3 ORANGE 25 #4- #3 MPSU-25A-25B
1" 35 #2- #1 RED 6 #10- #9 MPSU-35A-06B
12 35 #2- #1 RED 10 #8- #7 MPSU-35A-10B
13 35 #2- #1 RED 16 #6- #5 MPSU-35A-16B
14 35 #2- #1 RED 25 #4- #3 MPSU-35A-25B
15 35 #2- #1 RED 35 #2- #1 MPSU-35A-35B
16 50 #1-1/0 YELLOW 10 #8- #7 MPSU-50A-10B
17 50 #1-1/0 YELLOW 16 #6- #5 MPSU-50A-16B
18 50 #1-1/0 YELLOW 25 #4- #3 MPSU-50A-25B
19 50 #1-1/0 YELLOW 35 #2- #1 MPSU-50A-358
20 50 #1-1/0 YELLOW J <> YELLOW 50 #1-1/0 MPSU-50A-508

Connector Type: MPSU: Service Entrance Sleeve for Un-Insulated Combinations of Copper, Aluminum, ACSR Compressed cable.

Connector Material: Body - Aluminium, Joint Compound - Anti Oxidant




